
The broken, 
exhausted stained 
glass window …

… attach paper to table. (You could use 
horseshoe nails instead of tape.)
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There’s so much damage …

… See video in first Restoration 
letter (April 8th, 2023)

To prepare for an orderly 
restoration, Get some Strong 
brown paper.

Cover window with 
paper and …



RUB WITH A CLOTH …

… TO MAKE THE LEAD STAND OUT.

Now Rub the lead with a block of 
black crayon, brass rubbing wax, or 
Heel ball, or Yankee Polish …

… or whatever YOU 
call it, And make a 
rubbing.

Carefully rub the black crayon 
(or whatever you call it) across 
all the lead within the window.

If there’s more 
than one window, 
it’s a good idea to 
label the rubbing.
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Fasten it to the table.

Attach tracing paper on top.

trim the tracing 
paper to size.
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The window can go 
away for now. 

Lay the rubbing on 
the table.



Use a pencil to mark the 
centre of all the leads.

Next, We examine the stained 
glass.

We call this traced sheet the …

… Documentary cut-line.
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We use coloured pens to annotate 
the tracing with the different kinds 
of repairs …



Strip the window 
where necessary.

Clean each piece 
of glass.

Put each stripped 
piece in its proper 
place on the 
rubbing.
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There’s One more preparatory task.

In this case, Only the bottom-half 
needs to be stripped and re-leaded.

you might need to adjust the pencil 
line you made earlier …
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… We Use the bits of stripped glass to 
ink in where the hearts of all the 
leads WILL go.

After we have 
established and 
inked in the window’s 
correct size …



… because Sometimes the original glass …

… to the re-leading. This is 
one reason why you do this 
task now: to identify 
problems and to make a 
adjustments for later on.
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We only ink in … 

… the bottom-half … … because only the bottom-half …

… will be re-leaded.



Ready to start work … glueing, cutting, 
painting etc. etc.
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The client’s paperwork …

… Lead-line rubbing on brown paper and documentary cut-line on 
tracing paper:  Safe and effective. Unlike a 20,000-word report in 

Microsoft word, this paperwork will survive an e.m.p. attack.


